3100 - Load binder lever type

Description:
- Designed for heavy duty transport use
- Equipped with grab hooks for easy one handed connection to loosen or tighten chain
- Heavier construction at leverage point prevents spreading
- CE, Traceability code, GRIPTON embossed

Standard: EN 12195
Material: Hook: Alloy steel, Body: Forged carbon steel
Factor of safety: 3.5 to 1
Construction: Quenched & tempered
Proof load: Individually proof tested to 2 times of working load limit
Finish: powder coated

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>3100.0810</td>
<td>5/16” - 3/8”</td>
<td>5400</td>
<td>19000</td>
<td>15.75</td>
<td>23.90</td>
<td>19.80</td>
<td>11.30</td>
<td>11.22</td>
<td>0.50</td>
<td>7.93</td>
</tr>
<tr>
<td>3100.0913</td>
<td>3/8” - 1/2”</td>
<td>9200</td>
<td>33000</td>
<td>17.36</td>
<td>27.36</td>
<td>22.24</td>
<td>12.80</td>
<td>12.76</td>
<td>0.65</td>
<td>12.56</td>
</tr>
<tr>
<td>3100.1316</td>
<td>1/2” - 5/8”</td>
<td>13000</td>
<td>46000</td>
<td>20.39</td>
<td>33.39</td>
<td>27.36</td>
<td>15.55</td>
<td>15.39</td>
<td>0.73</td>
<td>20.26</td>
</tr>
</tbody>
</table>